
The charging cable is the lifeline of your personal 
electric mobility. A high-quality connection between 
charging station and vehicle means that you can 
always charge your electric or hybrid vehicle safely, 
reliably, and at an optimal speed. Here’s why you 
should choose the high-quality MAHLE MX 485 
charging cable: 

Robust original equipment quality

The MAHLE MX 485 charging cable is manufactured from high-

quality components in OE quality. It is waterproof, weather- resistant 

(protection class IP 44), and designed for a tough everyday charging 

routine at temperatures from – 30°C to +50°C.

Optimal compatibility 

All common electric and hybrid vehicles as well as charging stations 

and wallboxes with type 2 plugs (EU standard) can be connected 

using the MAHLE MX 485 charging cable. And a cable length of 5 

meters gives you the necessary flexibility in almost any situation.

Reliable charging

With the handy three-phase (mode 3) cable, you can charge reliably 

and quickly with up to 22 kW of charging power and 32 amps of 

charging current—for more than 10,000 charging cycles.

Product details

n MAHLE MX 485 charging cable, length 5 meters

n High-quality original equipment quality for more than 10,000 

charging cycles

n Type 2 plug in accordance with the EU standard

(MENNEKES design)

n Three-phase (mode 3), 32 A, 22 kW, 480 VAC

(in accordance with the IEC 62196 standard)

n Waterproof, weather-resistant, and usable at temperatures 

from –30°C to +50°C 
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